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TABLE MAINTENANCE GUIDE

Maintaining your SICO® Mobile Folding Table is important for safety, longevity and 
product performance. Using this simple 5-point check you can effectively service and 
maintain your mobile folding table for years to come. 

If you have any questions regarding the maintenance or inspection of your SICO® Table,  
please call SICO® Customer Care at 1-800-424-0796 or call the SICO® Dealer servicing your area.

Table Surface1

Stools & Stool Hardware 

Stools & Stool Hardware - Visually inspect the top and sides of each stool including the stool hub 
for cracks, chips or missing hardware. The Stool leg should be straight with the glide touching the 
ground. Stool should be replaced if they are cracked, chipped or if there is discoloration on the top 
of the stool.

Table Surface - It is important to properly clean food contact surfaces. Proper washing and 
 disinfecting procedures should be followed for cleaning tables and food preparation surfaces.

To clean the surface, use a mild soap and detergent. Rinse thoroughly with warm water and wipe 
dry. Disinfect tables by using a diluted bleach water solution. 
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Recommended Cleaners:  Windex®, Glass Plus®, Fantastik®, Mr. Clean®, Formula 409®
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Glides & Casters

Torsion Bars & Tension Bars

Pivot Points - Lubricate all pivot points with a few drops of food grade lubricant. 

Maintenance Tip - Fold up your SICO® Tables every day to avoid wear on the torsion bars.
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Torsion Bars - When operating, if the table is heavy to open or fold, the torsion bars should be replaced.

Glides - Replace worn, cracked or missing glides.

Tension Bars - Visually inspect the horizontal Tension Bars to ensure they are straight. The Tension 
Bar should be replaced if it is bent.

Casters - Make sure all casters are securely attached to the leg of the table. Replace all cracked  
or broken casters.

Tension Bar

Every six (6) months lubricate all pivot points of the table using food grade spray  lubrication oil 
(such as LPS-2, not penetrating oils or WD-40) on hinge points (where  center lock nests), where legs 
go through top frames and all torsion bar pivot points. Wipe any excess lubrication with a clean 
cloth.

Leg thru Top Frame 
Locations (all)

Torsion Bar Pivot 
Points (all)

Hinge Pivot 
(both sides of table)

Spray lubrication with nozzle. This will 
work best from inside the frame at all 
pivot points.
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BY-65 Table Parts Lists

TC-65 Table Parts Lists



WANT TO FIND OUT MORE?

Visit www.sicoinc.com to see more of our 
wide variety of innovative products.
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